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EXHIBIT B
REQUIRED FORM – PRICE PROPOSAL FORM

TYE PRESTON MEMORIAL LIBRARY -
ADDITIONS & RENOVATIONS

CSP#2026-01 

(Note: Pricing evaluation will be evaluated as CRITERIA 1 in the CSP.)

Having examined Proposal and Contract Documents, the undersigned hereby declares that the undersigned has had 
the opportunity to visit the site, has had sufficient time to make all tests and investigations to arrive at an intelligent 
estimate of the cost of doing work, and has carefully examined the plans, specifications, and contract documents 
relating to the work covered by this proposal, and the undersigned agrees to do the work, and that no representations 
made by the Owner are in any sense a warranty, but are mere estimates for guidance of the contractor. 

In submitting this Proposal, the undersigned agrees to the following: 
2. Hold proposal open for acceptance for ninety (90) days following the deadline for Submissions.
3. Accept right of Owner to reject any or all proposals, to waive formalities and to accept proposal which Owner

considers most advantageous.
4. Enter into and execute the proposed form of contract included with the Proposal package, if awarded, for the

Base Proposal and accepted Alternate Proposals (if any).
5. Complete work in accordance with the Contract Documents within the stipulated contract time.
6. The undersigned proposer does hereby declare and stipulate that this proposal is made in good faith, without

collusion or connection with any other person or persons proposing for the same work, and that it is made in
pursuance of and subject to all the terms and conditions of the advertisements, proposal requirements, the
proposed construction contract, and the contract documents, including the plans pertaining to the work to be
done, all of which have been examined by the undersigned.

7. The undersigned further agrees that the undersigned will provide all necessary tools and apparatus, do all
work, furnish all materials, and do everything required to carry out the work covered by this proposal, in
strict accordance with the contract documents, and the requirements pertaining thereto, for the sum of sums
set forth.

8. That the undersigned is authorized to enter into contractual relationship on behalf of the responding company
indicated below.

9. The accuracy of all certifications required which accompany this proposal.
10. That the organization has not been a party to any collusion among Proposer in restraint of freedom of

competition by agreement to offer at a fixed price or to refrain from offering; or with any of Owner’s
employees, Board of Trustees, or consultants as to quantity, quality, or price in the prospective contract, or in
any terms of the prospective contract except in any authorized discussion(s) with the Library’s Purchasing
personnel; or in any discussions or actions between Proposer and any Library employee, Board Trustee, or
consultant concerning exchange of money or other things of value for special consideration in the award of
this contract.

11. That neither it nor its principals are presently debarred, suspended, proposed for debarment, declared
ineligible, or voluntarily excluded from participation in this transaction by any Federal department or agency.

12. By submitting a Proposal, Proposer agrees to waive any claim it has or may have against the Library, its
trustees, agents and employees, and any reference sources, arising out of or in connection with the
administration, evaluation, or recommendation of any Proposal; waiver of any requirements under the
Proposal documents; acceptance or rejection of any Proposal; and award of the Proposal. The Library shall
have no contractual obligation to any Proposer, nor will any Proposer have any property interest or other
right in the Proposal or contract being proposed unless and until the contract is unconditionally executed and
delivered by all parties, and all conditions to be fulfilled by the Proposer have been fulfilled by the Proposer.
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I. BASE PROPOSAL

Undersigned agrees to complete the Work for the lump sum amount of:

Dollars ($ ) 
(Amount written in words governs)  (Amount in figures) 

Please note the Base Bid above SHALL INCLUDE Owners Contingency shown below in Section 
III, as well as any other Allowances required per Plan/Specifications. 

II. ALTERNATES/UNIT PRICES

Alternate No. 1 - Additional Parking: $_________________________________ 
Alternate No. 2 – Retractable Seating: $_________________________________ 
Alternate No. 3 – Community Rooms Reno: $_________________________________ 
Alternate No. 4 – Library/Stacks Reno: $_________________________________ 
Alternate No. 5 – Telecom Conduit:   $_________________________________ 
Alternate No. 6 – Electrical Conduit:   $_________________________________ 

III. OWNER’S CONTINGENCY

Undersigned certifies that the specified Owners Contingency is included in the Base Proposal and agrees 
that unexpended balance of allowance sums will revert to Owner in the final settlement of the contract. 

Owner’s Contingency: $_150,000____ 

IV. CONTRACT TIME

Undersigned agrees to begin Work upon Notice to Proceed and be Substantially Complete by date as 
indicated on Contract. 

All Work shall be completed by: June 8, 2027 (Phase 1, Base Bid) 

Proposed Duration (Calendar Days): Base Bid = _________ Alt 3=__________ Alt 4 = ___________

V. ADDENDA

Undersigned acknowledges receipt of Addenda (if any): 

No.  dated 

No.  dated 

No.  dated 

No.  dated 
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VI. CHANGES IN THE WORK

Undersigned understands that changes in the work shall be performed in accordance with the form of 
agreement included in the CSP package. 

It is understood that the right is reserved by the Owner to reject any or all proposals, or waive any 
informalities in the proposal process. 

VII. FORM OF AGREEMENT AND CONTRACT EXCEPTIONS

Proposer has reviewed the form of agreement included with this Proposal package. Proposer is directed to 
pay special attention to the terms and conditions in this proposed form of agreement. Proposer may submit 
proposed revisions or modifications to this form of agreement for the Owner’s consideration; although, 
Owner is not obligated to accept any proposed revisions. Any revisions not requested with this Proposal 
may not be considered or rejected by Owner. Provide any comments or requested changes to the AIA 
Document as amended by the Owner with your submission. 

VIII. ACKNOWLEDGEMENT

By signing below, the individual represents and warrants on behalf of the Proposer that he/she has 
authority to submit this Proposal and that all the information contained herein is true to the best of 
his/her knowledge.

Authorized Signature 

Printed Name of Authorized Representative 

Title of Authorized Representative 

Full Legal Name of Company

Company Address 

Company Phone 

Email Address of Authorized Representative 

Phone # of Authorized Representative 

Date 

04/16/2026 Addendum 01



 

 

Tye Preston Memorial Library  074113-1 

Renovation and Addition    Preformed Metal Roofing 
  Amended 4.15.26 

SECTION 074113 

STANDING SEAM METAL ROOFING 

PART 1 GENERAL 

1.1 GENERAL REQUIREMENTS 

A. Work of this Section, as shown or specified, shall be in accordance with the 

requirements of the Contract Documents. 

1.2 SECTION INCLUDES 

A. The Work of this Section includes all labor, materials, equipment, and services 

necessary to complete the metal roofing as shown on the drawings and/or specified 

herein, including, but not limited to, the following: 

1. Standing Metal roof system. 

2. Self-adhering underlayment. 

3. Closure, flashing, trim, caps, roof edges, ridge vent, gutter, and related sheet metal 

work. 

4. Supports and accessories. 

1.3 RELATED SECTIONS 

A. Structural steel - Section 051200. 

B. Carpentry - Section 062000. 

1.4 REFERENCES 

A. ASTM A 463 Steel sheet, zinc-coated (galvanized) by the hot dip process,  

 structural physical quality. 

B. ASTM A 653 Steel sheet, zinc-coated by the hot dip process. 

C. ASTM A 792 Steel sheet, aluminum-zinc alloy coated. 

D. ASTM B 209 Aluminum and aluminum alloy sheet and plate. 

E. ASTM E 1592 Test Method for Structural Performance of Sheet Metal Roofing  

and Siding Systems by Uniform Air Pressure Difference. 

F. SMACNA Architectural sheet metal manual. 

G. Manufacturer shall have had at least ten (10) years' experience in architectural roofing, 

and the roof systems shall have been in use for at least ten (10) years.  Manufacturer 

shall demonstrate past experience with examples of projects of similar type and 

exposure. 
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Renovation and Addition    Preformed Metal Roofing 
  Amended 4.15.26 

H. The installer shall be authorized by the manufacturer, and the actual work shall be 

supervised by personnel trained by the manufacturer in proper application of the 

product.  The installer shall have capability for preparation of shop details and 

fabrication of all flashings not furnished by the panel manufacturer. 

1.5 SUBMITTALS 

A. Shop Drawings:  Shop drawings must be in scale large enough to clearly show all 

details.  Include dimensions of fabricated work, reference dimensions to the structure, 

type, size and spacing of fasteners, material thickness and finishes, plan layout with 

erection sequence and coordination required with other trades.  Shop drawings must be 

reviewed and approved by the Architect prior to commencement of work. 

B. Manufacturer's Data:  Submit for information only, metal manufacturer's specifications, 

installation instructions and general recommendations for roofing applications.  Include 

manufacturer's certification or other data substantiating that the materials comply with 

the requirements and are adequate to support roof loads as required by Code.  Indicate 

by copy of transmittal that the Fabricator/Installer has received copy of manufacturer's 

instructions and recommendations. 

C. Samples:  Submit 12" square samples of each specified metal and gauge to be used on 

roofing.  Samples will be reviewed by Architect for thickness and texture only.  

Compliance with all other requirements is the exclusive responsibility of the Contractor. 

D. Submit certification indicating manufacturer's experience qualifications. 

1.6 PERFORMANCE REQUIREMENTS 

A. Provide manufactured roof panel assemblies complying with performance requirements 

indicated and capable of withstanding structural movement, thermally induced 

movement, and exposure to weather without failure or infiltration of water into the 

building interior. 

B. Air Infiltration:  Provide manufactured roof panel assemblies with permanent resistance 

to air leakage through assembly of not more than 0.09 cfm/sq. ft. of fixed roof area 

when tested according to ASTM E 1680 at a static-air-pressure difference of 4.0 lbf/sq. 

ft. 

C. Water Penetration:  Provide manufactured roof panel assemblies with no water 

penetration as defined in the test method when tested according to ASTM E 1646 at a 

minimum differential pressure of 20 percent of inward acting, wind load design 

pressure of not less than 6.24 lb./sq. ft and not more than 12.0 lb./sq. ft. 

D. Metal roof assembly shall be capable of passing ASTM E 1592 testing without failure 

of any kind when subject to wind uplift pressure as required by Code. 

1.7 WARRANTY 

A. Upon completion of this portion of the work, and as a condition of its acceptance, 

deliver to the Architect a written warranty signed by the Roofing Contractor, and 

endorsed by the roofing materials manufacturer guaranteeing that the installed roofing 

will remain intact and free from leaks for a period of at least ten (10) years. 
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Renovation and Addition    Preformed Metal Roofing 
  Amended 4.15.26 

B. Paint finish shall have a twenty (20) year guarantee against cracking, peeling and fade. 

1.8 PRODUCT HANDLING 

A. Protection:  Protection shall be provided during fabrication, shipment, storage and 

erection.  During shipment, finished surfaces shall be protected from abrasion by a 

removable plastic film between areas of contract.  Job site storage shall be in a clean, 

dry area out of direct contact with the ground, under cover or sloped for drainage, 

protected from abuse by traffic and from contamination by corrosive or staining 

materials.  Stored materials and unfinished work shall be secured against wind damage.  

Installed panels shall be protected from abuse by other trades. 

PART 2 PRODUCTS 

2.1 METAL ROOFING 

A. Metal roof shall be Standing Seam Metal Roof, Double Lok System as manufactured by 

MBCI or approved equal by Atlanta Metal Products, Inc., Berridge Manufacturing Co., 

Petersen Aluminum Corp., or approved equal. 

B. Provide steel sheet metallic coated by the hot-dip process and prepainted by the coiling-

coating process to comply with ASTM A 755 and the following requirements: 

1. Galvanized Steel Sheet:  ASTM A 653, G90; structural quality. 

2. Thickness:  0.034" (22 gauge), unless otherwise indicated. 

3. Width: as indicated on drawings. 

4. Texture: as selected by the Architect.  

5. Color: as selected by the Architect.  

C. Finish shall be a full strength 70% Kynar 500/Hylar 5000 fluorocarbon (polyvinylidene 

fluoride, PVG) baked-on coating, factory applied prior to forming.  The treatment shall 

be a two coat system consisting of a single coat of 0.3 mil primer followed by a finish 

coat of 0.8 mil of 70% Kynar with a total dry film thickness of 1.0 mil + 0.2 mil and 

panel color to be selected from manufacturers standard color chart.  The reverse side of 

the panels shall be treated with a back coat system consisting of a 0.2 mil. primer with a 

0.35 mil topcoat, total dry film thickness 0.5 mil + m 0.1 mil. 

1. Color and gloss as selected by the Architect from manufacturer’s full range of 

colors. 

D. Standing seam roof panels shall be factory formed, and panel assembly designed for 

concealed mechanical attachment of panels to roof purlins or deck. 

1. Provide minimum 0.0625" thick, stainless steel panel clips designed to meet 

negative load requirements. 

2. Mechanically seamed cleats formed from minimum 0.0250" thick, stainless-steel- 

or nylon-coated aluminum sheets. 
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Renovation and Addition    Preformed Metal Roofing 
  Amended 4.15.26 

E. High temperature self adhered underlayment: Grace “Ultra” self adhering membrane or 

approved equal by the Architect.  

2.2 MISCELLANEOUS MATERIALS 

A. Provide components required for a complete roof panel assembly including trim, 

copings, fascia, mullions, sills, corner units, ridge closures, clips, seam covers, battens, 

flashings, gutters, sealants, gaskets, fillers, closure strips, and similar items.  Match 

materials and finishes of panels. 

1. Closure Strips:  Closed-cell, self extinguishing, expanded, cellular, rubber or cross-

linked, polyolefinfoam flexible closure strips.  Cut or premold to match 

configuration of panels.  Provide closure strips where indicated or necessary to 

ensure weathertight construction. 

2. Sealing Tape:  Pressure sensitive, 100 percent solids, polyisobutylene compound 

sealing tape with release paper backing.  Provide permanently elastic, non-sag, 

non-toxic, non-staining tape. 

3. Elastomeric Joint Sealant:  ASTM C 920, of base polymer, type, grade, class, and 

use classifications required to seal joints in panel roofing and remain weathertight.  

Provide sealant recommended by panel manufacturer. 

4. Vented Ridge Closure: Provide ridge flashing FL-540 with metal vent HW-525 for 

Double Lok System as manufactured by MBCI. 

B. Fasteners shall be self-tapping screws, bolts, nuts, self-locking rivets and bolts, end-

welded studs, and other suitable fasteners designed to withstand design loads.  Use 

stainless steel fasteners for all exterior applications and galvanized steel fasteners for 

interior applications. 

C. Bituminous coating shall be cold applied asphalt mastic, SSPC - Paint 12, compounded 

for 15 mil dry film thickness per coat.  Provide inert type non corrosive compound free 

of asbestos fibers, sulfur components, and other deleterious impurities. 

2.3 PANEL SUPPORTS AND ANCHORAGE 

A. Secondary Framing:  Provide components complying with the Light Gage Structural 

Institute's "Guide Specifications," and "Manufactured Roof and Wall Panels." 

B. Roof Purlins:  C- or Z-shaped sections fabricated from 0.0598" thick (16 gauge), shop 

painted, roll-formed steel.  Purlin spacers fabricated from 0.079" thick, cold-formed, 

galvanized steel sections. 

C. Eave Struts:  Unequal flange, C-shaped sections formed to provide adequate back-up 

for roof panels.  Fabricate from 0.0598" thick, shop-painted, roll formed steel. 

D. Flange and Sag Bracing:  1-5/8" by 1-5/8" angles, fabricated from 0.0598" thick, shop 

painted, roll-formed steel. 
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Renovation and Addition    Preformed Metal Roofing 
  Amended 4.15.26 

2.4 FABRICATION 

A. Comply with dimensions, profile limitations, gauges, and fabrication details shown on 

drawings and specified herein. 

B. Fabricate components of the system in factory, ready for field installation. 

C. Fabricate components and assembly units to comply with performance requirements 

specified. 

D. Apply specified finishes in conformance with manufacturer's standards, and according 

to manufacturer's instructions. 

E. In addition to requirements specified herein or shown on drawings, all surfaces exposed 

to view shall be clean, and free from dirt, stains, grease, scratches, distortions, waves, 

dents, buckles, tool marks, burrs and other defects which mar appearance of finished 

work.  Metal work exposed to view shall be straight and true to line or curve, smooth 

arrises and angles as sharp as practicable, miters formed in true alignment, profiles 

accurately intersecting, and with joints carefully matched to produce continuity of line 

and design.  Exposed fastenings, where permitted, shall be of the same material, color 

and finish as the metal to which applied, unless otherwise indicated, and shall be of the 

smallest practicable size. 

F. Materials used shall be of such strength, thickness and alloy that they are capable of 

meeting all standards and descriptions specified herein and as detailed on drawings. 

PART 3 EXECUTION 

3.1 INSPECTION 

A. Examine the areas and conditions where the metal roof systems are to be installed and 

correct any conditions detrimental to the proper and timely completion of the work.  Do 

not proceed with the work until unsatisfactory conditions are corrected to permit proper 

installation of the work. 

3.2 INSTALLATION 

A. Comply with manufacturer's instructions for assembly, installation and erection of roof 

systems. 

B. Install roof purlins securely anchoring same to roof deck substrate. 

C. Metal Separation:  Apply a coat of bituminous paint, concealed, on one or both surfaces 

wherever dissimilar metals would otherwise be in contact. 

D. Fasten to roof deck using FM approved fasteners spaced 2'-0" both direction. 

E. Anchor component parts securely in place, providing for necessary thermal and 

structural movement. 
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  Amended 4.15.26 

F. Joint Sealers:  Install gaskets, joint fillers and sealants where required for weatherproof 

performance of system.  Provide type of gaskets and sealants/fillers recommended by 

manufacturer. 

G. Installation of Metal Roof Panels 

1. Conform to standards set forth in the SMACNA architectural sheet metal manuals 

and manufacturer's recommendations. 

2. Install panels so that they are weathertight, without waves, warps, buckles or 

distortions, and allow for expansion and contraction. 

3. Caulk all flashing and panel joints that require caulking to prevent water 

penetration. 

4. Seam panels together with electric powered seaming machine supplied by the 

manufacturer to ensure a weathertight seam. 

5. Remove any strippable film immediately upon installation. 

H. Damaged Material:  Remove and replace panels and component parts of the work 

which have been damaged (including finish) beyond successful repair, as directed by 

the Architect.  Repair minor damage. 

I. Clean exposed surfaces of metal panels promptly after completion of installation.  

Comply with recommendations of the manufacturer. 

END OF SECTION 
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